Plot Date;

FINAL PLAN
for the Aurora University Learning Commons

IKE PARKING TO BE PROVIDED INSIDE
EXISTING PARKING STRUCTURE

PARKING GARAGE

////////// ///////////

PARKING GARAGE

D,

224 .46

AL R

T
<o
<
<

N <~ N NN N\
HILL CENTER FOR
STUDENT SUCCESS
QT
N
4
e

C

CAMPUS STANDARD BUILDING
ENTRY SIGNAGE

CAMPUS STANDARD
BUILDING
ENTRY SIGNAGE

AURORA UNIVERSITY

T < LEARNING COMMONS

4 XA e o B\
4 % o o o\ ORI T
\ <><><> o

S. RANDALL ROAD

<

TING HYDRANT TO REMAIN

<

<o
<o
<o

O
o 0

<
o 0

<

g
o 0
(o

<
<
<
<
<

<o o O
[ R Y
o o o WATER FEATURE (FINAL LOCATION
o 0lo o o - ALONG WALL TO BE DETERMINED)
< <
o0 0 O O
< < -~ 2.5' BERM TO MEET BACK OF WALL

<

<

<
OO O

<

<

<

<

<
<
o O
<
g
<
<

<

- e———

# / —
e {
- \\\ \
N VN R 500
\ \ \ \ \ ooooooo
Vo N 0262 efo
\ \ \ s eerm \ \ \ zozozo:
L O R S
\ \ N __,/ / l Ooioio
RN PROPOSEDHYDRANT o6 °
< / oo
~ - -~ -Q- <>
N: 1852285.79 \
/EZ 979479.04

Project Area

_'"__I-
I

{ I e :_
PRAIRIE STREET
b oo d |

EXISTING SIDEWALK ALONG PRAIRIE TO REMAI?\/ N ————— — / 7 WZWWW
— AA = = - PRAIRIE STREET
PRAIRIE STREET PRAIRIE STREET @

PROJECT NORTH
Development Data Table: Final Plan
Description Value Unit Description Value Unit
a) Tax/Parcel Identification Number(s) (PINs): j) Total Number of Residential Dwelling Units Ofunits
15-20-382-022 i. Gross Density 0.00|du/acre
k) Number of Single Family Dwelling Units Ofunits
b) Proposed land use(s): i. Gross Density 0.00|du/acre
Aurora University Learning Commons
iii. Unit Square Footage (average) O[square feet
c) Total Property Size 1.807254362|Acres iv. Bedroom Mix 0%|% 1 bdr
78724 |Square feet 0%|% 2 bdr
d) Total Lot Coverage 27328|Square feet 20%|% 3 bdr
(buildings and pavment) 35%|Percent 80%|% 4 bdr
e) Open space / landscaping 51396|Square feet v. Number of Single Family Corner Lots Ofunits
65% |Percent I) Number of Single Family Attached Dwelling Units Ofunits
f) Land to be dedicated to the School District O|Acres i. Gross Density 0.00|du/acre
g) Land to be dedicated to the Park District O|Acres
h) Number of parking spaces provided (individually iii. Unit Square Footage (average)
accessable) 2038|spaces 0[square feet
i. surface parking lot 1544 |spaces iv. Bedroom Mix 0%|% 1 bdr
perpendicular 1514 [spaces 90%|% 2 bdr
parallel O|spaces 10%|% 3 bdr
angled O[spaces 0%|(% 4 bdr
handicapped 30|spaces m) Number of Multifamily Dwelling Units Ofunits
ii. enclosed 494 |spaces i. Gross Density 0.00|du/acre
iii. bike Ofracks
i) Number of buildings 1 iii. Unit Square Footage (average) 0[square feet
i. Number of stories 3|stories iv. Bedroom Mix 0% |Efficency
ii. Building Square Footage (typical) 49300|square feet 40%|% 1 bdr
iii. Square Footage of retail floor area O|square feet 50%|% 2 bdr
iv. First Floor Building Square Footage (typical) 17361|square feet 10%|(% 3 bdr
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Luminaire Schedule GENERAL NOTES _ Photometric Data Table
Description Value Unit
Total proposed external lumens 103,936 |Lumens
Symbol Qty Label [MANUFAC] Description LLF Luminaire Luminaire Total Mounting 1. NO ALTERATIONS OR MODIFICATIONS SHALL BE MADE TO THIS PLAN WITHOUT THE Total square footage of area to be illuminated. 61,363 |Square Feet
PERMISSION OF GWEN GROSSMAN LIGHTING DESIGN. Fixture # Description Value Unit
Lumens Watis Watts Height i) Type of Fixture (i.e. Pole, Wall Mounted) Pole XG1
2. THE OUTPUT ON THIS PHOTOMETRIC LAYOUT IS SPECIFIC TO THE MANUFACTURER ii) manufacturer and model number(s) T o o A gy o BICST-BK
8 XG1 Holophane AWDE3 P30 30K XXXX AL5LU 0.850 7376 61 488 16 AND CATALOG NUMBERS LISTED IN THE LUMINAIRE SCHEDULE. SUBSTITUTIONS OR i) Nurber of thess Fixiures Shown ' o TFiduras
DEVIATIONS FROM THIS PLAN MAY INCUR SIGNIFICANTLY DIFFERENT RESULTS. 1 vi)Lamp source type (bulb type, i.e. high pressure sodium,
20 XG2 Holophane HLBOLED P30 30K xxxxx LS5 ACS 0.850 1025 25 500 4 LED) _ LED
3. FIELD DEVIATIONS MAY SIGNIFICANTLY AFFECT PREDICTED PERFORMANCE. PRIOR X?)L,\;I‘zji?i:g‘g:fgahﬁdlVF“;?J’%SH‘?;S“““* 7376/ ?é t:g‘te“’wa“age
4 XG5 LIGMAN VK-30004-T3-W30 0.850 6107 518 207.2 18 TO INSTALLATION, CRITICAL PROJECT INFORMATION (LUMINAIRE HEIGHTS, SITE — B oroton Vs Uk
VARIANCES, ETC.) SHALL BE COORDINATED WITH CONTRACTOR AND DESIGNERS. i) Type of Fixture (i.e. Pole, Wall Mounted) Bollard XG2
ii) manufacturer and model number(s) AHBo-Ig)E)Zane HLBOLED P30-30K-MVOLT-LS5-ACS-BK-FGE-
4. LUMINAIRE DATA IS TESTED TO INDUSTRY STANDARDS UNDER LABORATORY ) i Number of these Fixiures Shown N
LUMINAIRE SCHEDULE NOTES CONDITIONS BY OTHERS. OPERATING VOLTAGE AND NORMAL MANUFACTURING Vi) Lamp source type (bulb type, i.e. high pressure sodium.
TOLERANCES OF LAMP, DRIVER AND LUMINAIRE MAY AFFECT FIELD RESULTS. LED) LED
v) Lumen output and wattage per Fixture 1025 / 25 |Lumen/Wattage
Calculation Summary 1.ONLY LUMINAIRES WITH DOWNLIGHT OPTICS INCLUDED IN FOOTCANDLE CALCULATIONS. vi) Mounting Height / Fixture Height 4 Feet
LUMINAIRES WHICH ILLUMINATE THE BUILDING, OR LANDSCAPE ELEMENTS ARE NOT INCLUDED 5. CONFORMANCE TO FACILITY CODE AND OTHER LOCAL REQUIREMENTS IS THE Fixture # Description Value Onit
(TYPE XG3, XG6, XG7, XG9) RESPONSIBILITY OF THE OWNER AND/OR OWNER'S REPRESENTATIVE. i) Type of Fixture (i.e. Pole, Wall Mounted) Wall-mount XG5
Label CalcType Units Avg Max Min Avg/Min Max/Min ' ’ ' ’ ii) manufacturer and model number(s) Ligman VEKTER 2 - VK-30004-T3, FINISH* VOLT*
6. CHECK GRAPHIC SCALE. DOCUMENTS PRINTED OR PLOTTED FROM ELECTRONIC 3 i) Number of these Fixtures Shown _ : 4 {Fixtures
. . vi) Lamp source type (bulb type, i.e. high pressure sodium,
Site lluminance Fc 0.72 4.9 0.0 N.A. N.A. FILES MAY INCUR OTHER THAN DESIRED OR ASSUMED GRAPHIC SCALES. IT IS THE LED) LED
RESPONSIBILITY OF THE RECIPIENT TO VERIFY THAT THE PRINTED DRAWINGS ARE v) Lumen output and wattage per Fixture 6107/51.8 |Lumen/Wattage
TO SCALE. vi) Mounting Height / Fixture Height 18 |Feet
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AURORA, IL AURORA, IL AURORA, IL AURORA, IL
SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025
A% G e AWDE3 W AWDE3 W AWDE3
T N T VYT D — - Acrylic Washington Postlite Standard LED3 LEADER IN LIGHTING SOLUTIONS Acrylic Washington Postlite Standard LED3 LEADER IN LIGHTING SOLUTIONS Acrylic Washington Postlite Standard LED3 LEADER IN LIGHTING SOLUTIONS
otes ype
LEADER IN LIGHTING SOLUTIONS
. PERFORMANCE DATA . e s
ORDERING INFORMATION Example: AWDE3 P40 30K MVOLT CLF AL3 BK MB ST TBK A0 Mark Approprlate Box for Trim Optlon
Performance 27K (2700K CCT, 70 CRI) 30K (3000K CCT, 70 CRI) 40K (4000K CCT, 70 CRI) 50K (5000K CCT, 70 CRI)
Package [8lulc] (8]l [8]u] [8]ulc
_ LED Performance Package LED Color temperature Voltage Housing Style A3 3,193 133 |1 413 3624 151 11413 369 154 | 1|4 3,759 157 1143 H g
ALS 3,184 B3 [2]3]2 3,614 B1[2]3]2 3,681 153 |3]3]3 3,748 15 |3 .33 ousing
4 " AWDE3  Acrylic Washington Postlite LED3 P10 3,700nominal lumens 27K 2700K CCT MVOLT  Auto-Sensing 120-277V 50/60HZ CLF  Classic Leaf Casting P10 AW 21 2/480 EERERE 2/815 T EERERE 2’867 TEERERE 2'920 S EERERE (&} 7}
~ PRISMATIC ACRYLIC i -Sensing 347~ i i > ; . : S~
( ‘ OPICAD. P20 6,000 num.lnal lumens 30K 3000K CCT HVOLT  Auto-Sensing 347-480V 50/60HZ SPL Simple Casting ALSLU 2,661 m 2131 3021 126 2131 3077 2131 3133 /231 W -
) A P30 9,000 nominal lumens 40K 4000K CCT A3 518 | 130 (2 4|3 584 | W (2[4 3| 593 | 150 2|43 6102 | 153 |2 4|3 \ 1 ‘\,’f =] —
£ A REFLECTOR vHC P40 12,000 nominallumens | 50K 5000K CCT o ALS m 5168 | 129 |34 |3 5866 | 147 |3 |43 5975 | 149 |34 3 6084 | 152 |3 | 43 D VY D ] = .
y : P50 13,800 nominal lumens ALY 4,026 01 |2 32 4,570 n4 2 32 4,655 M6 12 3|2 4,740 Mm99 |23 ]2 u ro ra n Ive rs I
ALHNIL, ALSLU 4320 108 2 3 1 4,904 123 |2 (32| 495 125 [3[3]2 5,085 127 3132 Leaf (CLF) Simple (SPL)
F N A3 7,199 128 |2 5 4 8,852 45 1254 9,016 148 |3 5 |4 9,180 150 (3 5|4 -
ALS 7,775 27 |3 43 8,826 145 13 4|4 8,989 147 3|5 4 9,153 150 (3 /5|4
341 PRISUATIC ACRYLIC Optics Trim Finial Trim Color i AL g 6058 | 99 |2 32| 6876 | 13 (23 [2 | 7008 | M5 (23 2 7431 | 107 |2 3|2 Cover e a rn I n g o m m o n S
\\ A3 Aaylic, Typelll | BK Black [Blank] NoTrim (Blank) No Finial (Blank) If No Trim AND No Finial ALSLU 6499 | 107 |3 |3 2| 7377 | 121 |33 /2| 750 | 123 |3 |3 2| 7651 |15 |3 |3 |2
i i i A3 10,3% B2 3 55| 180 149 13 55 12019 152 13|55 12238 155 |3 (515
ALS Aarylic, Type V BZ Bronze FBM Full Cover with Medallions and Band BL Ball TBK Black - £ 2 % 1 41 9 P ]
\ ' ! ' ALS 10365 | 131 4 54| 11765 | 149 4|5 4| 1983 | 152 |4 |5 4 12201 | 154 |4 5|4 rairie Street
I "
\ Al TR RIRAIRE Aoy IL\;L);I:(OBIEE . 2: g”phne :;‘BT ;:IL(TIYH unlyd o E; E'“”‘“y"d Igf :"::R R AL 2 8075 | 102 |3 4 3| 9166 | 116 |3 |4 3| 933 | 118 |3 |4 3| 9506 | 120 |3 4|3
feen edallions and Ban 10ss 0 ALSLU 8,664 M0 (3 /3 2 985 124 13 13 2 10017 127 |3 /321019 | 129 |3 3|3
HOUSING 4 4 4 4
ALY fﬁ;ﬁ';‘ég{iﬂev R Grey RBM  Ribs, Band and Medallions B Eagle TGH Graphite A3 196 | 18 3 5|5 | 13571 | 40 |3 |5 |5 | 1382 | 142 3|5 5| 140 | us [3]5]5 Aurora ) IL ’ 60506
SET SCREWS PP Prime Paint FRBM  Full Cover, Ribs, Bandand Medallions | FL Flower TGN Green P50 ALS 97 1920 | 123 |4 |5 4| 13530 | 139 (4|55 13781 | 142 | 4[5 5| 14031 | 145 |4 5|5
WH White K KnuledCap | TeR Grey ABLY 9286 | 9% |3 | 43 10541 | 109 |34 3| 1076 | 1M |3 4 3 10931 | 13 343 I:'
. SLIP FITTER FOR e CustomMatchColorFinsh P Pawn P Prime Paint L0 %64 | 103 |31312)M310 1 W 1313131 M5 [ M9 J313]3] N9 | |313]3
) , EAGTENON X STD Finish, TBD ST Standard TWH White No Gover (Blank)
Max!mum welghf— 3 l_bs RALOxSDCR — RAL Super Durable RM Roman Cross TCMC Custom Match Color Finish
Maximum effective projected area - 2.19 sq. ft. Corrision Resistant, 80% TRALXXXSDCR  RAL Super Durable
AWDE3 GI.”SS Paint, replace xxxx Corrision Resistant, 80% o
. . " with RAL number. Gloss Paint, replace xxxx Ribs
Acrylic Washington Postlite Standard LED3 — — sp with RAL number.
& ﬂ TXX STD Finish, TBD
c us
[ -
Photocontrol Receptacle Options: Option Compatibility Matrix on page 3 of 4 () B S KOS el
SPECIFICATIONS PR7E %mngbngd PC gle(e)ptacle, DRIVER ELECTRICAL OPTIONS i PREWIRED LEAD OPTIONS OPTICOPTIONS \ L] f 35 E AST WAC KE R
in (Under Glass) 20KV Extreme surge protection 20KV/10KA, fal off with indicatorlight | LIH 1.5 ftprewiredleads  : T8 Tucson Black Cover I:‘ \f I:‘ I:‘
General Description Optical Specifications . ol o g T i T S U ITE 900
The Acrylic Washington Postlite Standard LED3 is designed for use with traditional applications fitting  The optical system is IP66 rated and consists of a precisely molded thermal resistant acrylic refractor Xk Factory Frogrammed Briver prewn? eads o
3"tenon post. The large acorn-shaped luminaire, while reminiscent of the 1920, containsapowerful,  and top reflector mounted within the decorative acrylic optic. The top reflector redirects over 50% of 110 10ftprewiredleads LABEL OPTIONS Medallions Ribs and Band Medallions, Band, Ribs, Band, Ribs, Band, CH |CAGO IL 60601
stalk-mounted Chip-On-Board LED platform with a precision optical system that maximizes post  the upward lightinto the controlling refractor while allowing a soft up-light component to define the 120 20ftprewired leads NLIXT  1"X1" ANSI Wattage Label and Band (MB) (RBM) and Full Cover and Full Cover and Top Black y
spacings while maintaining uniform illumination. traditional acorn shape of the luminaire. The lower refractor uses precisely molded prisms to maximize 125 25 ft prewired leads NL2X2  2"X2"ANSI Wattage Label (FBM) (FRBM) (TB & RBMX)
Mechanical Specifications the pole spacings while maintaining uniform illuminance. Two refractors are available, designed for 130 30ftprewired leads Finial 3 1 2 64 1 077 O
Mechanical Spedifications I . .
The luminaire housing shall: IES type Il and V distributions. OFTICOPTIONS R
« Beheavy grade_A360 ast aluminum (aluminum with <1% copper) Control Optiops ) » ) : UA Unitized Assembly Sm |th g rO u p . CO m
« IP55 rated housing, provides enclosure for the electrical module The control options shall include, but not limited to, the following: H
« Mount to slip-fitter that will accept 3" high by 2-7/8" to 3-1/8"0.D. pole tenon « Three (3) choices of button-style photocontrol kits that, specified to match voltage requirements,
« Provide four uniquely designed stainless steel spring clips, enclosed in a clear polyvinyl chloride 120V, 208-277V, and 347V, and colored to match housing color (no 480V options). é
%ﬁ:z:;zd‘ /f‘;’a'sh‘zﬁsbaylg 0/ ‘:uzp(;;‘ft"r}:‘:;‘:(l’o‘:'a‘t‘l::?fbf;‘é’s'ayn;’;dg'Z:?:nf‘::;"‘a“‘ aaylicreffacor. - cotification and Standards (NO FINIAL) BALL CLEAR EAGLE FLOWER  KNURLED PAWN CROSS STANDARD ROMAN —
The finish shall: . Lum|na|re shall be .UL or A IlsIe_d. o o I Accessories: Order as separate catalog number. (BL) [(«B)] (EG) (FL) (KC) (PN) (CR) (ST) CROSS
Uil I . . durabili « Suitable for operation in an ambient temperature up to 40°C/ 105°F per UL or CSA certification (RM)
: R_ﬂ ize:a po YT‘S_‘ezpowerfo‘at P:_Im Ly ;ﬂiufelma“m”m ura ILIW e e * LW9 complant DECORATIVE BAND OPTIONS HOUSE-SIDE SHIELD OPTIONS PHOTOCONTROL KITS
+ Migorous multi-stage pie-lrating and painting pracess yields a Tinish that achieves a Saibe - pogign) jghts Consortium® (DLC) qualified product. Not all versions of this product may be DLC RBMx  Ribs and Band Kit, Field installed GVDHSS90  House Side Shield Solid 90° GVD12X  Button Style Photocontrol Kit with 120V DTL Photocell
creepagerating of8 (per ASTMD1654) after over 5,000 hours exposure to saltfog chamber (operated lified. Pl heck the DLC Qualified Products List at desianliahts.ora/QPL to confi
per ASTM B117) on standard and RAL finish options. q‘:]a_ lh ecanieasethed i ed ualified Products List at www designiights.org/QPL to confirm (Field installed. For use with units without GVDHSS12  House Side Shield Solid 120° GVD27X  Button Style Photocontrol Kit with 208-277V DTL Photocell
- RAL (RALiooSDCR) paint colors are Super Durable Corrosion Resistant, 80% gloss. LR SH IR PGB {Zﬁ% ;’)'(f)f“”@" ribs and band. Insert trim GVDHSS18  House Side Shield Solid 180° GVD34X  Button Style Photocontrol Kit with 347V DTL Photocell
Government Procurement e e e S
i ificati D= b GVDHSLI0  House Side Shield for Lunar Optic Solid 90 Insert trim finish for X
%Ife(dt:il::rlsshaIlm:at‘:r?:fiullowin g BAA —Buy America(n) Act: Product qualifies as a domestic end product under the Buy American Act GVDHSLT2  House Side Shield for L Opt' Solid 120° . :
N g req . as implemented in the FAR and DFARS. Product also qualifies as manufactured in the United States ouse >ide Shield for Lunar Optic 0l
D ?fm?ed by UL or CSA hflor vllezt IO(a}lzn's T under DOT Buy America regulations. GVDHSL18  House Side Shield for Lunar Optic Solid 180°
« Afactory programmable electronic driver with 0-10V dimming control leads = . — ' . ’
+_ LEDs shall have a minimum of 70 CRI and available in 2700K, 3000K, 4000K, and 5000K CCT BABA_ - Build Amen_ca Buy l_(men(a. Prod_uct qualifies as produced in the United States under the
The electrcal system shall be designed to meet ANSVIEEE C62.41.2 and shall offer a 10kV/ska  Ceinitionsof the Build America Buy America Act,
urge protection, falof, as standard with an upgradable 20KV/10ki surge protection,faloffwith Please refer to www. a(.ull.ybrands com/resources/buy-american for additional information
indicator light, option Warranty - 5 Years Limited
« Lumen output can be customized prior to manufacturing by way of FPDxx Options This is the only warranty provided and no other statements in this specification sheet create any
+ The electrical components are mounted on an aluminum plate that is removeable with minimum ~ warranty of any kind. All other express and implied warranties are disclaimed. Complete warranty
use of tools. terms located at: www.acuitybrands.com/support/warranty/terms-and-conditions
Note: Actual performance may differ as a result of end-user environment and application.
All values are design or typical values, measured under laboratory conditions at 25 °C.
<Wfaﬂ($ Holophane | 1 Acuity Way, Decatur, GA30035 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@Acuitybrands.com AWDE3s <Wfaﬂ($ Holophane | 1 Acuity Way, Decatur, GA30035 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@Acuitybrands.com AWDE3s <Wfaﬂ($ Holophane | 1 Acuity Way, Decatur, GA30035 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@Acuitybrands.com AWDE3s <Wfaﬂ($ Holophane | 1 Acuity Way, Decatur, GA30035 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@Acuitybrands.com AWDE3s
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el AURORA UNIVERSITY LEARNING CENTER TYPE XG1 el AURORA UNIVERSITY LEARNING CENTER TYPE XG1 el AURORA UNIVERSITY LEARNING CENTER TYPE XG1 el AURORA UNIVERSITY LEARNING CENTER TYPE XG1
AURORA, IL AURORA, IL AURORA, IL AURORA, IL
SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7. 2025 SEALS AND SIGNATURES
& Cotalog Namber HLA HLA HLA
- __ Hamilton Aluminum Pole LEADER IN LIGHTING SOLUTIONS Hamilton Aluminum Pole TRADIR IN LIGHTING SOLUTIONS Hamilton Aluminum Pole TRADIR IN LIGHTING SOLUTIONS
® Notes Type
LEADER IN LIGHTING SOLUTIONS
ORDERING INFORMATION Example: HLA 14 F4C 10D €03 BK DIMENSIONAL DATA ANCHORAGE GUIDE
H L A SPECIFICATIONS
Hamilton Alumi Pol General Description Post Height Shaft Style Base Tenon -_-— Shaft Style Ay q
amifton Aluminum Fole The lighting post shall be all aluminum, one-piece construction, with a dlassic tapered and fluted base design. HLA  Hamilton 08 8 Fluted Shaft 10D 10" Base, Diamond Pattern Bolt Circle 03 3X3Tenon, (actualsize 2.88 0.0.x3" LG) (E
Materials Installation Aluminum 0 10 FIJ  Tapered (cast), .25 wall 16D 16" Base, Diamond Pattern Bolt Circle (04 3X4Tenon, (actual size 2.88 0.D. x4" LG)
« The base shaft shall be heavy wall, cast aluminum - The post shall be provided with four, hot dip galvanized 7o FAC 4" diameter, 125 wall (05 3X5Tenon, (actual size 2.8 0.0. x5" L6)
produced from certified ASTM 356.1 ingot per ASTM B-179 L-type anchor bolts. %14 F4) 4" diameter, .25 wall 06 3X6Tenon, (actualsize 2.88 0.D.x 6" LG) 2700 — 90°
or ASTM B26. « A door shall be provided in the base for anchorage and 16 16 F5) 5" diameter, .25 wall (08  3X8Tenon, (actualsize 2.88 0.0.x 8" LG) 6.25" X 5.5" Hand I S
« The straight shafts shall be extruded from aluminum, \Zviring access. o ) 18 18 SiteLink Shaft 9 3X9Tenon, (actualsize 288 0.D.x" 1G) . Hole Opening 4" Dia. Smooth 5" Dia. Smooth o
. ?ﬁthlf;?SrLgugzéﬂ shall be extruded flom aluminum,  thedoor. revstalbep S L A QNGRS LS 42:5 St S OPENING
ASTM 6063 alloy, spun to a tapered shape. Warranty Smooth Shaft (14 3X14Tenon, (actual size 2.88 0.0. X 14" LG.)
. 2” T'dm;e ‘sh;II be tanluie{ rf]ﬂ:t:-m stfmlgSS ;teel T-yearlmited warranty. Thisis the only warranty provided S4C 4"d?ameter, 125 wall EDB‘ 3-1/2X8Tenon, (actuals!ze 350D.X8 ‘I:G.) HANDHOLE 27.0"
+ Anchor bolts to be completely hot dip galvanize . and no other statements in this specification sheet create S4) 4" diameter, .25 wall GO8'  4-3/8X8Tenon, (actual size 4.38 0.0.X8" LG LOCATION ® BOLT-CIRCLE
0 g““lb*{l?‘ polyester powder coat paint to ensure maximum 5 arranty of any kind. All other express and implied S5 5" diameter, 25 wall 612" 43/8X12Tenon, (actual size 438 0.0. X 12" 1G.)
RF‘” Mity. e e warranties are disclaimed. Complete warranty terms located Tapered Shaft 10" 4-1/2X10Tenon, (actual size 45 0.0. X 10" 1G.)
+ Rigorous multi-stage pre-trealing and painting process at: www.acuitybrands.com/support/warranty/terms-and- TAC  3inchto4inch, 125 wall PLN?  Plain pole cap - no tenon
2 p p
yields a finish that achieves a scribe creepage rating of 8 conditions i SN 3"4" Dia. T: d 3".5" Dia. T: d
(per ASTM D1654) after over 5,000 hours exposure to salt ~ ————— o T5C  3inchto Sinch, 125 wall VGP' VG Plate @10.0" I I - la. lapere b la. lapere > &
L?L%hrﬁg;]b:;éggfm‘ed per ASTM B117) on standard and  jpORTANT INSTALLATION NOTES: B o caten T T4C T5C 100"
e , « Do not erect poles without having fixtures installed. Pages for height bas N .
+ RAL (RALxSDCR) paint colors are Super Durable Corrosion Fadory—suppl?ed templates mus? be used when setting on'Shaft Style 20 Botavalabewith FI TAC e ToCshaft syl
16D Resistant, 80% gloss. anchor bolts. Acuity Brands Lighting will not accept claim
Construction for incorrect anchorage placement due to failure to use
« The shaft shall be double welded to the base casting and factory template. Finish Options Welded Provisions Accessories: Order as separate catalog number. e —
shipped as one piece for maximum structural integrity. « If poles are stored outside, all protective wrapping must BK Black BB Direct Burial Base Galvanized Steel BV Provision for eye bolt AB31-4 3/4" Anchor bolt set, 270°—4 ] — —90°
« The shaft shall be welded inside the base casting above be removed immediately upon delivery to prevent finish (10" Base = ADBBIR1) \ o qalvanied stes! . HLA 10"
the top of the access door, and externally where the shaft damage. 8D Dark blue (16" Base = ADBBTR4) LXKy Large provision T R R 25.0" @ 3/4"
;\)I(Iim:lde base}{ —— . ﬁcu_ityBrandsLightingisnotresponsibleforthefoundation Bz Bronze GRD  1/2Brass GroundingLug RXXXV; Receptacle provision Burial Base 4" Dia. Fluted 5" Dia. Fluted OPENING T I}_-iol DiZGaAvanE;z‘ed
« All welding shall be per 3 esign. GH Graphite SXXXY Small provision N . . -type Anchor Bolts
o i ) a Geen B0V Occupanay semsar ADBB1R4 16" Galvanized Steel Direct T F4AC & F4J F5J PROFILE (4 per Pos)
Dimensions Note: Actual performance may differ as a result of end-user pmvils)iao" ‘/Ocmpan(y Burial Base . an: ANDHCIE 270
« The post height shall range from 8' to 18' with a 10" or  environment and application. GR Gray i TMP-58 7" bolt circle (for 10D Base Hole Opening LOCATION s
16" diameter base. Specifications subject to change without notice. PP Prime Painted SIS Option) 47.0" 0° BOLT-CIRCLE
« Atthe top of the post, an integr_al tenon with atransitional sL Silver ™P-81 11" bolt circle (for 16D Base
donut shall be provided for luminaire mounting. WH White Option)
e Customer matching color o BWKT 1000R 0700BC 075AB ;I\[’)";'l‘ile;algay Kit, .75" _
(TBS Standard color to be selected 3 Replace YA with hfgt fom rade(ches) an | kT 1600R 1100BCOTSAB 16" Breakaway Kit, 75" SiteLink 4.5" Fluted Fluted Tz d \
y Kit, .75 . utea lapere
RALOSOXR spe D atoson sL4 FTJ N
fom hand hole (A=0, B=90, =180, D=270). ]
f— g 53 necessany TRANSPO-SPM4075XL Transpo Couplings for BWKT
Add multiple i 1t h
replace xxxx with RAL number. Tocn W ldte P restictans o b 1000R 0700BC 07548 /
- N 4
216.0" —f=—-m]
N
A | 1 4
@9.0"
OPENING
211.0" 2.0"
Hfggpﬁéi BOLT-CIRCLE f
fini} SHEET TITLE
|| V.
HLA 16"
@ 3/4"
Hot Dip Galvanized
L-type Anchor Bolts
<AcultyBrands. Holophane | One Lithonia Way, Conyers, GA30012 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@acuitybrands.com HLA POLE <AcultyBrands. Holophane | One Lithonia Way, Conyers, GA30012 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@acuitybrands.com HLA POLE <AcultyBrands. Holophane | One Lithonia Way, Conyers, GA30012 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@acuitybrands.com HLA POLE <AcultyBrands. Holophane | One Lithonia Way, Conyers, GA30012 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@acuitybrands.com HLA POLE
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el AURORA UNIVERSITY LEARNING CENTER TYPE XG1 el AURORA UNIVERSITY LEARNING CENTER TYPE XG2 el AURORA UNIVERSITY LEARNING CENTER TYPE XG2 el AURORA UNIVERSITY LEARNING CENTER TYPE XG2
AURORA, IL AURORA, IL AURORA, IL AURORA, IL
SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025
HLA R Calogue HLBOLED R HLBOLED R
Hamilton Aluminum Pole LEADER IN LIGHTING SOLUTIONS TN Ty - T Hamilton LED Series: Cast Aluminum Bollard LEADER IN LIGHTING SOLUTIONS Hamilton LED Series: Cast Aluminum Bollard LEADER IN LIGHTING SOLUTIONS
lotes ype
LEADER IN LIGHTING SOLUTIONS
POLE GUIDE TION Example: HLBOLED CA P40 30K MVOLT GL5 ACS BK EB34B EB34D LUMEN AMBIENT TEMPERATURE (LAT) MULTIPLIERS PROJECTED LED LUMEN MAINTENANCE
Xample:
N [ Ll | | o I_ED General Descripti . " i Use the factors to determine relative lumen output for average Data references the extrapolated performance projections for the platforms noted in 25C ambient, based on
= = H LB ption « LEDs shall have a minimum of 70 CRI and available in 2700K, - " e . N '
T The Hamilton isa decorative bollard which provides afullyinteqrated 3000K and 4000K CCT ambient temperatures from 0-40°C (32-104°F). 6,000 hours of |ED testing (tested per IESNA LM-80-08 and projected per [ESNATM-21-11). To calculate LLF,
W Hamilton LED Series: LED solution to | the full Iing of d Y pogm by - The electrical system shall be designed to meet ANSI/IEEE Material LED Performance Package ~ Color Temperature  Voltage Optics use the lumen maintenance factor that corresponds to the desired number of operating hours below. For
5 oluti 0 cet AN Ambient i
ast Aluminum Bollar . A1 2 2 ast Aluminum erformance uto-sensing voltage nternal glass refractor, Type L=l
Cast Aluminum Bollard transitioning flawlessly from the street to pedestrian walkway. (62.41.2and shall offer a 10kV/5KA surge protection, fail off, as HLBOLED A CastAlumi P10 P10Perf 7K 2700K MVOLT A ing vol 63 Internal glass refractor, Type 3 Temp | Mu other lumen maintenance values, contact factory.
While maintaining the period style, the electronics are engineered m’;\‘ﬁfgc\g’:gp I?gh(:pg;tr;ngkwwm surge protection, fail off o0 :;;k:gef 30K 3000K wour SZP thru 2.77) SIO/GO H GLS Internal glass refractor, Type 5 = Lumen Maintenance - LLD (Same for all LED packages) ‘ ]
to provide energy-efficient lighting and minimize maintenance . i e S " erformance 40K 4000K uto-sensing voltage LPS  Louver, painted white, Type 5 L E—
components, Our bollards offer superior finish through the °!>“°"a| GF.' ’E(elftafle with wet-location cover, not CSA listed Package (347-480) 50/60 HZ T oN|8% pro-pap oS |0 | 25000 | 36000 | 50000 | 60000 | 75000 | 100000 . .
9 application of a polyester powder coat finish. Optical Specificationss P30 P30Performance 120V 120V50/60 HZ R s | @ Factor 1 097 0.9 0.95 094 0.93 091 > 60,000
= ) ) « IP65 light engine Package TN 208-277V50/60 HE NIOS No internal reflector, Type 5
Irrts;]ndetzjusekﬂollard for cnysltrﬁelsczpes,lfubllc areasand parks, Type 5 distribution with a smooth white acrylic outer lens P40 P40 Performance 347V 347V50/60 HZ 10 | 50
- UL R A 2 BRI L RS « Type Sdistribution with a either a white or semi-specular louver Package 15 | 59 ]
100 Mechanical Specifications and asmooth clear acrylic outer lens 0 | 6 100 Le a rn I n o m m o n S
Base XXX The luminaire housing shall: « Type 3 or 5 distribution with prismatic borosilicate glass and a 57 0
« Be heavy grade A356.1 cast aluminum (aluminum with <1% smooth clear acrylic outer lens 2
copper) . Options/ Controls 30 | 86 0.9 H
+ Wetloationsistd el " - o - . =, 1419 Prairie Street
L - [ L 5 - The control options shall include, but not limited to, the following: AWS  Aaylic White Smooth Outer Lens BK Black A0 Field adjustable output device
+ One-plece casting with a removable top « Field adjustable output to adjust output to luminaire - AO ACS Adrylic Clear Smooth Outer L Bz B EB34A  Eyebolt (for chain by others) at 34" and 0° lockwise from d 40 | 104 097
- Optical assembly is secured inside the shaft e e e el (rylic Clear Smooth Outer Lens ronze yebolt (for chain by others) at 34" and 0° counterclockwise from door . Au rora , | L , 60506
« All welding shall be per ANSI/AWS D1.2-90 o Vep GH Graphite EB34B Eyebolt (for chain by others) at 34" and 90° counterclockwise from door
< Al we|d?r5 shall be certified perSeFtion 5 Of.ANSI/AWS D1.2-90  Certification and StqndaMs o GN Green EB34C Eyebolt (for chain by others) at 34" and 180° counterclockwise from door PERFORMANCE DATA
. L“)l W dmme‘%" ?iy 1?1 long, gl’t_d'P ﬁau’anmd L’E}’Eelan_‘hlors N gllj'nlas;z }::’::A-&?;ﬁz;}saefre;tyul;:::g%oc t040°C GR Grey EB34D Eyebolt (for chain by others) at 34" and 270° counterclockwise from door
X5"x4.5" ‘S'v;:;?:mted warranty. This is the only warranty provided L WL L2 UL A G A s s “““
1 . Opt_ional Field or Fac_tory i_nstalled hot-dip gal\_/anized direct  3nd no other statements in this specification sheet create any MC Custom Match Color N PEG Button style photocontrol 1.347V) ) GL3 ACS 1181 98 1 3 2 1,197 100 1 3 2 1,260 105 1 3 2
—] |=—@10.0" burial base for mounting without a concrete footing warranty of any kind. All other express and implied warranties RALxxxxSDCR  RAL Super Durable Corrision DBB Factory Installed direct burial base for mounting without a concrete footing 6L5ACS 1215 | 101 1 3 ) 31 13 1 3 ) 129% | 108 1 3 )
. The finish shall: isclai . Resistant, 80% Gloss Paint, FGE GFl receptacle externally mounted with wet-location cover (120V) E ' '
POLE HEIGHT RANGE (For 10.0" diameter base) et X ) are §1|scla|med. Complete warranty terms located at: www. replace xxx with RAL number. p y P10 )
s gn“zbe'l‘? polyester powder coat paint to ensure maximum it brands.com/support/warranty/terms-and-conditions " ; P P PIHEX Security Screws - Pin in hex exterior fastenes LP5 ACS 499 ) 0 3 1 506 2 0 3 1 532 4 0 3 1
urabiity. ) - ) LU B 3positon terminal block LS5 ACS w |4 o[ 3 1w a0 3 1| s w4 0| 3|0
8'to 14 Only 10'to 16' Only 81018 10'to 14 Only 10'to 16' Only 8'to 14' Only 8,108 12 + Rigorous multi-stage pre-treating and painting process yields  Note: Actual performance may differ as a result of end-user
a finish that achieves a scribe creepage rating of 8 (per ASTM  environment and application. 20kV 20kv/ 10kA surge NIOS AWS 945 79 0 3 1 958 80 0 3 1 1,008 84 0 3 1
D1654) after over 5000 hours exposure to salt fog chamber Al \aa{yes are gseso'gn or typical values, measured under laboratory GL3ACS 1,812 05 1 3 2 1,836 97 1 3 2 1932 | 102 i 3 2
(operated per ASTM B117) on standard and RAL finish options.  conditions at 25 'C. ) X
- [ g 1 % + RAL (RALxoxSDCR) paint colors are Super Durable Corrosion Speifications subject to change without notice. Important Installation Notes: GL5 ACS 1,864 9 1 3 2 1,889 99 1 3 2 1,988 105 1 3 2 35 EAST WAC KER
7 Resistant, 80% gloss. Important Installation Notes: ) 7 T « Factory-supplied templates must be used when setting anchor bolts. Acuity Brands P20 LPSAG 19 781 4 ! 3 1 &l 2 1 3 1 83 “ 1 3 1
Electrical Specifications + Factory-supplied templates must be used when setting anchor (G Wit sl i e Lighting will not accept claim for incorrect anchorage placement due to failure to use 1S5ACS 6 4 1 3 1 o PR 3 1 88 | B3 | 1 3 1 S U ITE 9 0 0
The driver shall meet the following requirements: bolts. Acuity Brands Lighting will not accept claim for incorrect ADBB2RT  Bolton 24" long, 3.5"scheduled 40 hot-dip galvanized steel pipe factory template. NIOS AWS w78 1 4 1 14w 9 1 4 1 s s 1 4
« Certified by UL or CSA for wet locations anchorage placement due to failure to use factory template. with 2" x 8" wireway opening: attachment hardware included « Acuity Brands Lighting is not responsible for the foundation design. Z L Z
s D' @ - Afactory programmable electronic driver with 0-10V dimming « Acuity Brands Lighting is not responsible for the foundation design. AB-31-4  Anchorbolts GL3AGS 232 | 93 ! 3 2 2352 | % | 1 3 2 245 | 9 ! 3 2 C H | CAG O y I L 606 O 1
c us TMP-58 Template GL5ACS 2389 96 1 4 2 2,40 97 1 4 2 2,547 102 1 4 2 3 1 2 64 1 077 O
P30 LP5 ACS 25 1,030 f 1 3 1 1,04 2 1 3 1 1,098 4 1 3 1 . .
DIMENSIONAL DATA LS5 ACS 101 40 1 3 1 1,025 f 1 3 1 1,078 3 1 3 1 Smlthgroup Com
o P NIO5 AWS 1,951 78 1 4 2 1977 79 1 4 2 2,081 8 1 4 2 !
TN N
—_— GL3 ACS 2,802 88 1 4 3 2,839 89 1 4 3 2,988 3 1 4 3
gﬁD XX-XX" 6L5 ACS 288 0 90 1 40 3 2m | 9| 4 3 3074 | 9% | 1 4 3 -
ase
P40 LP5 ACS 32 1,246 39 1 3 1 1,263 39 1 3 1 1329 LY} 1 3 1
= s )
L L AR _ @’5 A ﬂ(\@ LS5 ACS 1,24 38 1 3 1 1,240 39 1 3 1 1,305 4y 1 3 2
J_L NI05 AWS 2,361 74 1 4 2 2392 75 1 4 2 2517 79 1 4 2
T
= *J L ) 34"
I,él 5 % g 32
L Lol 2 1S/
j—— @16.0" — — —— ——
POLE HEIGHT RANGE (For 16.0" diameter base)
FAC&F4) S4C&S4) \ - b | | B -
8014 Only 10'to 14 Only 10'to 16 Only L_k o A Receptacle Option Photocell Option Eyebolt Option
Maximum standard weight - 58 Ibs. (more than 1 can be specfied)
Maximum weight with Direct Burial Base Option - 88 Ibs.
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PLANNING AND ZONING RESUBMITTAL 05/06/2025

0,
100% DD / GMP 04/03/2025
el AURORA UNIVERSITY LEARNING CENTER TYPE XG2 el AURORA UNIVERSITY LEARNING CENTER TYPE XG3 el AURORA UNIVERSITY LEARNING CENTER TYPE XG3 el AURORA UNIVERSITY LEARNING CENTER TYPE XG3 75% DESIGN DEVELOPMENT 02/27/2025
AURORA, IL AURORA, IL AURORA, IL AURORA, IL
SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 SITE SUBMISSION MAY 7, 2025 —_—
HLBoLED insiaht llahtin MEDLEY INGRADE (MIG) insioht liahtin MEDLEY INGRADE (MIG) insioht liahtin MEDLEY INGRADE (MIG)
) ) ) g g g IN-GROUND PERFORMANICE LINEAR | COLOR CHANGING AND TUNABLE WHITE g g g IN-GROUND PERFORMANCE LINEAR | COLOR CHANGING AND TUNABLE WHITE g g g IN-GROUND PERFORMANICE LINEAR | COLOR CHANGING AND TUNABLE WHITE
Hamilton LED Series: Cast Aluminum Bollard LEADIER IN LIGHTING SOLUTIONS
PROJECT: TYPE: CAT.# MG- - -Q- - - - - AS - PROJECT: TYPE: CAT.# MG- - -Q- - - - - AS - PROJECT: TYPE: CAT.# MG- - -Q- - - - - AS -
COMPONENTS & OPTIONS DATA
0 210" PROFILE
Top Separate opfions with dashes ENGTH - ou: -~ s
Plate " i I
épgrl\?ﬁg OUTPUT LO (3.5W/FT), MO (9.0 W/FT), HO (15.0 W/FT) ‘ MIG ‘ ‘ ’ Q ‘ ‘ ‘ ‘ ‘ AS ‘
DISTRIBUTION 10° X 10° - 80°X80°, ASYMMETRIC GRAZE DIM A 14.38" 26.38" 38.38" 50.38"
2 3 4 5 7 0
= ccrt RGBA, RGB22K, RGB27K, RGB30K, RGB35K, o a © 9
o7 @oig RGB4OK, RGRYB40K, TUNABLE WHITE (2700K-6500K) FIXTURE LED CONFIGURATION [6] FIXTURE LENGTH [9] FINISH
Bolt ‘ VOLTAGE 120V OR 277V MEDLEY IN-GRADE MIG QUAD CLUSTER Q 12" 12 ANODIZED SILVER AS
?ﬂgnual field adjustable output dimming device crcte gco" HSSRCLIEINICS SRS SEINRIS Les e 88
pening 7" Dia.
Bolt Cirde POWER INTEGRATED POWER SUPPLY WATTAGE OPTICAL DISTRIBUTION 36 36 OPTIONS R - SO RES OPTICAL
LOW OUTPUT fe) 10°X 10° 00 g 48 PEDESTRIAN GLARE SHIELD PGS CHAMBER
— CONTROL DMX+RDM S 600"
5D
? HOUSING EXTRUDED ALUMINUM e Mo | XX 10c0 IR s I (( ——— DRIVER
12 LENS CLEAR TEMPERED GLASS (8 MM) 20w/ j0sx e 1090 * [7] IVOLTAGE ‘SLEVR;AL HONECOME duiL L ‘ | ELECTRICAL
g 20°X 20° 2020 120V 120 - .‘ CONDUIT ACCESS
= 2 FINISH SILVER ANODIZED POWDER COAT FINISH HIGH OUTPUT HO o x o0 oo by > et i 0.88 ; DIM A |
150 W/FT symmetric distributions only (ie: 10°X10°, etc) MOUNTING ANCHORS
o g | x % i ;’X:;\R‘%;IS\IW :;EZRSLIIDAQ\:EI;‘S . 20°% 00° 2000 Contactfactory for 347V (black cable/fling lead only) LA o } d QUANTITY OF ANCHORS
- : = gosXa0s 050 CONTROL OPTIONS i Z;Tlfi‘i“ili“é‘fm afhe factory 8.60" gNNDHSx:ﬁCklE’\‘ L?r\\l/éxssiésm
0 c jons mus =
I OPERATING TEMP -20° C 10 50° C RED, GREEN, BLUE, AMBER  RGBA  40°X60° T e e 60" [00000000000000000000]| |\ smumon nerucToNs
- Hot D DMX SYSTEM RESOLUTION  DMXSY
@3/4" Hot Dip LUMEN MAINTENANCE 75,000 HRS L70 RED. GREENIBIUEI 22K, RGB22 o FOR DETAILS.
— [-— A Galvanized L-type . . 3 40°X90 4090 5 DEGREE TILT 15
° A CERTIFICATION ETL AND cETL FOR WET LOCATION RED, GREEN, BLUE, 27K RGB27 DMXPIXTURE RESOLUTION_ DMXFX dard
o o ° qiming is slandar
Anchor Bolts (4 per Post) , , BLUE, 60°X 60 6060 DMXFTBY FIRESOLUTON DMXFT syt ot otk
IP68, NOT SUITABLE FOR PERMANENT SUBMERSION RED, GREEN, BLUE, 30K RGB30 60°X90° 6090 o Bi— e iy —
. —1 efault factory seffing is ystem Resolution il is not recommended with Asymmetric Opics
2ok - IK10, WALK/DRIVE OVER COMPLIANT UP TO RED, GREEN,BIUE, 35K RGB35  80°X80° 8080 fovesrorl o oddosedrboed o PLUG AND PLAY onp
" 5000 LBS IN CONCRETE POUR factory. A DMXCAT Tool is required for on-site
Safequard your investment from extreme voltage spikes g#:d Burial Base Base Detal RED, GREEN, BLUE, 40K RGBAO O e e e CONNECTION PLUG AND PLAY CONTINUOUS RUN CONFIGURATION WITH SPACING Jumper cable s required
. iric fe ll fe fi
i u e s 2K/ 10A S0 roweos | @) k| o D GERNROMBLE 4K fORBM0 ey St S Rl oy e e
Weight - 301bs. Enitrocolo S | veus | aE P67 | IK10 TUNABLE WHITE AWH For bes resulls o 36" selback is recommended. e AT-Conneclor i provided [see page 6)
Co! Kelvin tunable 2200K-6500K @cpj/kgM D‘s.,ib‘u,;o,‘ Kitis ,eTwed Mﬁ May reqire jumper cables - see below for details
Standard tunable range is 2200K - 6500K. Custom e ordered separately. See confrol oplions below.
tonablo anges ovs avploble seloct o CCTo o DM corcl e v and s b rdred Contactfaclry forplug and play opfon or 347V JUMPER CABLE [MUST BE ORDERED SEPARATELY) —._
create a custom range: 2200K, 2700K, 3000K, separately. See maximum fixture run length on ¢ 4 h
3500K, 4000K, 5000K, 6500K. e
l NITRO COLOR TECHNOLOGY NITRO COLOR TECHNOLOGY
CONTROL & WIRING OPTIONS
100% 12", 24", 36", 48"
R 4.88" ~
: (NOMINAL) CONTROLS - REQUIRED Go'to DMX Guide > EXTERIOR LEADER CABLES (REQUIRED) Go'to Cable Guide> CONDUIT (BY OTHERS)
25-33% T DMX/RDM DISTRIBUTION! KIT (4 QUTPUTS) - IP67 CDS-RDM 25.0 FT BLACK LEADER CABLE 1C-25-8
st tree 600" | DMX/RDM Distribution Kit consisis of four oufputs Converts line volioge and data fo Insight's cabling system outside of e concrefe pour box (-box by ofhers]
d '- Each oufputis imited o (1) run per output - up to 32 fxtures max One leader cable is required for stand alone fixures and for th first fixture in  plug and play confinvous n PLUG AND PLAY CONTINUOUS END-TO-END RUN CONFIGURATION Jumper cable NOT required
- i Fo emtrs v e o er e et (92 e i po o, et ity apph]
— — Alead: bl dif a J-b ki dered
= L . J REMOTE DMX/RDM ADDRESSING AND MONITORING TOOL DMXCAT e ahetedreclo horsanaris erder
adione oo Chengig Faiswocoton 9.88 DMXCAT Romote Adechessing and Monitoring Tool ses Blusioot LEfechnology for communicaton wih he . -
smartphone,/applications (up 1o 50 range). Allows for on-site fixture resolution and addressing.
f 1 See maximum fixure run length on page 4
QUAD CLUSTER LED CONFIGURATION ‘ 1-BOX STARTERKIT - OPTIONAL
EXTERIOR JUMPER CABLES (OPTIONAL)
£ 1 P68 INGRADE J-BOX STARTER KIT sk
The quad array integrates multiple colors (.. red, green, blue, white) into a single location Converts line voliage and data fo Insight's cabling system wifhin fhe concrefe pour box 1.0 FTJUMPER CABLE JC-1
for immediate and superior color saturation. Thisis ideal for direct line of sight applications One Starter Kit per circuit or run 2.0 FT JUMPER CABLE Ic-2 THREADED NIPPLE WITH LOCK NUTS (BY OTHERS)
where the face of the fixture is visible, creating color consistency between the luminaire .
and the flumincted surface, LED color combinations may be cusiomized fosuf any ;’pg‘z‘bwj‘ﬁoo faure 5.0 FT JUMPER CABLE ic-5 REQUIRED FOR HOUSING TO HOUSING AUIGNMENT
application (1. royal blue, cyan, lime, white, etc.). Please contact the factory for special
branding requirements. ‘ ACCESSORIES/ OPTIONS 10.0 FTJUMPER CABLE JC-10
25.0 FTJUMPER CABLE JC-25
— Tompers are required f ixtures are nol mounted in an end-1o-end confinuous manner and for ine voliage only.
@ @ @ @ @ _ Leaders and cables not rated for direct burial. See local codes for installation
- = it i leaders and cables are not available in 347V or 480V
— E | See maximum fixure run lengih on page 4
|
‘ SHEET TITLE
PEDESTRIAN GLARE ANTI-SLIP LENS (ASL) INTEGRATED HEX
o o SlTE LIGl |T|NG FlXTU RE
Revised 11/21,/2024 Insight lighting Revised 11/21,/2024 Insight lighting Revised 11/21,/2024 Insight lighting
Holophane | One LithoniaWay, Conyers, GA30012 | Phone: 866-HOLOPHANE | wwiw.holophane.com | techsupportinf@acitybrands.com HLBOLED Specifications subject fo change without nofice /7 4341 Fulerum Way NE, Rio Rancho New Mexico 87144 Specifications subject fo change without nofice 2/7 4341 Fulerum Way NE, Rio Rancho New Mexico 87144 Specifications subject fo change without nofice 5/7 4341 Fulerum Way NE, Rio Rancho New Mexico 87144 DA I A S H E E | S
©2020-2023 Acuity Brands Lighting, Inc. All rights reserved.  Rev. 03/16/23  Specifications subject to change without notice. Page 5 of 5 P: 5053450885 | insightighting.com P: 5053450885 | insightighting.com P: 5053450885 | insightighting.com

143 AM

41

5/6/2025 11

Plot Date

Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories.

Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories.

Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories.

Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories.

15118.000 —

2-4C.2

PROJECT NUMBER

SHEET NUMBER




Author

el AURORA UNIVERSITY LEARNING CENTER TYPE XG5 el AURORA UNIVERSITY LEARNING CENTER TYPE XG5
AURORA, IL AURORA, IL
SITE SUBMISSION N T SITE SUBMISSION

AURORA UNIVERSITY LEARNING CENTER TYPE XGé el AURORA UNIVERSITY LEARNING CENTER TYPE XGé
AURORA, IL AURORA, IL

SITE SUBMISSION N T SITE SUBMISSION

MAY 7, 2025 MAY 7, 2025

LSERAN LSERAN :

> [uminaires | VEKTER Outdoor | Surface facade luminaires | VEKTER - -
VEKTER 2 (VK-30004) VEKTER 2 (VK-30004) TREVI 2.3 designplan® TREVI 2.3 designplan®
datasheet datasheet
c € © @ Technical information Trevi are a series of linear profiles suitable for outdoor and underwater applications
IP65 | | K08 DARKSKY e e oni MW EW. T2 T3 T4 ——r o featuring a cylindrical screen, a distinctive characteristic that enables the profile to SUGGESTED POWER SUPPLIES
APPROVED ateria uminium ptic , W, ) L 3 eigl g . . . . . . . A .
pmser Light source 24 LED —— 32° 52°, 108", 140°x51°, Operating temperature 20 °C {0 40 °C disappear’ in the watler, Ieﬁvpg justl|ts light 'to capt.ure the eye. Trevi 2.3is 25.7" in UL 676 STATIC WHITE - 24VDC (FOR USE WITH FOUNTAIN / WATER FEATURES)
Product description Power 54 W 140°x72°, 97°x82° Through wirin Two cable entries for length and offers static white light with 4 optics options. b Part Number Description Input/Output # of Fixtures
Lumen 6104 - 6954 Im CCT/CRI 3000K CRI80, 4000K CRI80 9 9 through wiring — "
Large os™ T B1-U0-G1, B2-U0-GO, B2-U0-G2, Clear toughened glass, FPV-100110024 ELV/TRIAC & 0-10V Dimming (100 to 0%) 120-277VAC to 24VDC, 96W, Class 2, NEMA 4 1-3
Efficacy 13-129 Im/W Bug -
TECHNOLOGY Driver option Integral control gear s gg—uo—eo, B3-U0-G1 Lens / Reflector / Optic r;igsh—efﬁciency PMMA TECHNICAL DATA FPV-100000024 Non-Dim 120-277VAC to 24VDC, 100W, Class 2, NEMA 4 14 [ ]
Driver Constant current (CC) b T T Wattage / Input 20W (24VDC) EPV-100EL0024 DMX / RDM (Field Addressable) / DALI (4 channels) 120-277VAC to 24VDC, 100W, Class 2, NEMA 4 1-4 A r r n Iv r I
Input voltage 220-240 V 50/60 Hz CIEfluxcode 570, 9895, 90% P ™) !
S - o Lifetime L90B10 (hours) > 90,000 Power Supply Remote, not included. See page 2. EPV-100100024 0-10V Dimming to 1.0% (2 channels) 120-277VAC to 24VDC, 100W, Class 2, NEMA 4 18
Dimming type  On/Off Lifetime L80B10 (hours) > 90,000 o] tructi End C: - AISI 316L Stainl Steel .
Black, Dark Grey, White, Matt Lifetime L80BSO (hours) > 90,000 ONELUCHON nd Laps: rainiess Steel For other power supply options consult factory. e a rn I n o m m o n S
Silver, Bronze, Concrete - Urban, Heat Sink: Internal Anticorodal Aluminum
Product Softscape - Urban, Stone - Urban, .
colours Corten - Urban, Oak - Woodland, Lens: Transparent Polycarbonate 1 4 1 9 Pralrle Street
Walnut - Woodland, Pine - Cable Length: 16.4 ft
Woodland ceT 2200K, 2700K, 3000K, 4000K ACCESSORIES - Installation (REQUIRED) Au rora IL 60506
L. Fixture Dimensions ’ ’
Luminaire Structure CRI 80
BUG Ratin -U1- ) )
g B2-U1-GO (3000K) \ e i
- Die-cast aluminium housing and frame - Durable silicone rubber gasket - Optional surface mounting box for easy wiring or VICC30002 Delivered Lumens 1936 Im (3000K, 10°) o

- Pre-treated before powder coating ensuring high - Clear toughened glass conduit connection when wiring from behind is not " S
corrosion resistance - High-efficiency PMMA lens possible Efficacy 96.8 Im/W (3000K, 10°)

- Two cable entries for through wiring - Integral control gear = Optics 10°, 29°, 42°, 15°x47° \ o v g
- Stainless steel fasteners in grade 304 with zinc T \@
Finish Polycarbonate A
flake coating (2FC) alor WMA04 WMA05
@1.97" x25.71”

Fixture Dimensions

—260— 20— Clips Pair Pair of tamper-resistant cllips
T Fixture Weight 5.84 Ibs
L] [~
Obti Product col s ial finish t LED Source 14 mid-power LEDs d ]
IC roduct colour eclal finishes upon reques
P P P 9 gs @2 Lumen Maintenance | 60,000h L80 B10 (Ta 25°C) 35E AST WAC KER
P v K L - 1647
% - Color Consistency — 2079" S U ITE 900
Operating Temp. -4°F - 113°F (installation outdoors) N
M w EW T2 01-Black (RAL  02-Dark Grey 03-White (RAL  05-Matt Silver SUOT - Concrete-  SUO2- Softscape - SU03- Stone- SUO4- Corten- 32°F - 113°F (insta"ation underwater) =) [ CH |CAGO IL 60601
9011) (RAL7043) 9003) (RAL 9006) Urban Urban Urban Urban 2071 J y
IP Rating 1P65, IP68 31 2 641 0770
Impact Rating IK10 ) :
T3 T4 P Bk S St o Accessories Max Depth 32.81ft WMAO7 YA SmlthgrOUp.Com
ooden o oeden Suspension Kit EEETL Y

ORDERING INFORMATION
Example: TR23000000NOWP. Accessories / Power Supplies ordered separately.
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TR23000000 ‘ ’ ’ P
Model No. CCT Optics Finish
S et Dok foreasy TR23000000 NO - 2200K S-10° P - Polycarbonate
cabling (VEKTER 2) .
SCE-VEKTER-2 F0 - 2700K M-29
50 - 3000K L-42°
90 - 4000K W - 15°x47°
Job Name/Date: Fixture Type Designation: Job Name/Date: Fixture Type Designation:
sales@designplan.com 79 Trenton Avenue, Frenchtown NJ 08825 P: 908-996-7710 sales@designplan.com 79 Trenton Avenue, Frenchtown NJ 08825 P: 908-996-7710
www.designplan.com © Copyright 2024 Designplan Lighting, Inc. F: 908-996-7042 www.designplan.com © Copyright 2024 Designplan Lighting, Inc. F: 908-996-7042
Published: January 7, 2025 10f3 Published: January 7, 2025 20f3
THAILAND THAILAND
Refer to Luminaire Sehedulefor manufacturer's catalog ordering code, required lampingsfinishes.-modifications, and/or required accessories. Refer o Lumingaire Sehedulefor manufacturer's catalog ordering code, required lampingsfinishes-modifications, and/or required accessories. Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories. Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories.
0,
100% DD / GMP 04/03/2025
75% DESIGN DEVELOPMENT 02/27/2025
AURORA, IL AURORA, IL AURORA, IL AURORA, IL
SITE SUBMISSION MAY 7. 2025 SITE SUBMISSION MAY 7. 2025 SITE SUBMISSION NG SITE SUBMISSION NG SEALS AND SIGNATURES
IARGETTI IARGETTI IARGETTI IARGETTI
Compact Adjustable Floodlight Projector SPECIFICATION INFORMATION 7 - POWER SUPPLY (REQUIRED) 9 — INSTALLATION ACCESSORIES (OPTIONAL)
MAXIMUM OF ONE ACCESSORY PER FIXTURE
ENCLOSURE
657" i | B
a0t V2" NPT 1 2 3 4 5 6 7 8 9 10 Part No. Wattage Control Dim Range Rating In/Out Certification  Dimensions Description
: 266" / Voltage (Enclosure) %
/ Ex: BLTRPFELINS30 / DMLE301242UD = ‘ —
REQUIRED OPTIONAL DMLE301242UD 30w MLV/ELV/ MLV 10% / NEMA3R 120-277V / ULClass2  4.47"X679"X138" EMCOD MLE-UD electronic driver
0-10V/TRIAC ~ ELV10%/ 24v with wiring compartment. 425
o 5 =
— BULLETTO — Remote Power FE — Ferrite Dark Grey L1 — 8w NS — NSP& 27 — 2700K Power $uggly 60w MLV/ELV/ MLV 10% / NEMA3R 120-277v/ UL Class 2 447" X679" X138" EMCOD MLE-UD electronic driver § ‘ DH O HD o
HB — Heritage Brown _ ow _ prm 30 — 3000K SR L 0-10V/TRIAC  ELV10%/ 24v with wiring compartment. i
0-10V 5% 35
BZ — Bronze — FL2# 35 — 3500K
) DMLE961242UD gew MLV/ELV/ MLV 10% / NEMA3R 120277V / ULClass2 516" X 773" X154"  EMCOD MLE-UD electronic driver Surf ting bracket. Powd ted stainless steel Earth spike. Powd ted stain teel
195" WT — White — MWFL 3T 40 — 4000K 0-10V/ TRIAC ELV10%/ 24V with W\’ring companment urface mounting bracket. Fowder coated stainiess steel. arth spike. Powder coated stainiess steel.
BT — Black — WF44° 0-10V 5% Part No. 1E3786 () Part No. 1E3785 (")
SG — Sandstone Grey DMLE1922242UD 2X9%6W  MLV/ELV/ MLV 10% / NEMA3R 120277V / ULClass2  5.04"X10.94" X181" EMCOD MLE-UD electronic driver
0-10V/TRIAC ELV10%/ 24V with wiring compartment.
RAL — Custom RAL 0-10V 5% -
= 188"
DMLE2882242UD 3X9%6W  MLV/ELV/ MLV 10% / NEMA3R 120-277V/ UL Class 2 5.04” X10.94” X1.81” EMCOD MLE-UD electronic driver
- 0-10V/TRIAC ~ ELV10%/ 24v with wiring compartment. @
Blade of Light Linear Spread Lens ~ Surface Mount Bracket Tree Strap 0-10V 5% "
See section for details See section for details See section for details ° 625
BULLETTO shown in Ferite Dark Grey finish. Anti-glare Louver Low Profile Surface Canop Fixture Bracket N
Pl See section for detalls See section for detalls See section for details 8
IP66 | |Class2 Asymmetric Screen Earth Spike Wiring Connection Box N I RS RERDRVER) S
- o iee sechnon for details iee section tor details ;lee s:c;/ontfor :etar!\sN ‘ g Driver Wattage m
e Ty umishape ‘ermapost esl rotective iring S
Ase i) LI ELECTRICAL CHARACTERISTICS See seciion for detas See section or detalls See section for detals £ 30w 6ow 96W 2X96W 3X96W
Compact projector flood light for high intensity applications. Power Supply Remote Class 2 120V-277V AC power supply required, ordered = 582"
separately. Flicker free dimming achieved through driver. g 8w 3 6 ° 9+9 9+9+9 - ‘b\
3 abilizer
@ MECHANICAL CHARACTERISTICS Wattage 8W (NSP) / 12W (SP/FLIMFL/WFL) u5. 2w 2 4 7 7+7 7+7+7
Housing 195"Dia. X 6.57"L Voltage 24vVDC Low Profile surface canopy. Powder coated aluminum with %2” NPT to mount over Permapost. Aluminum with 1/2” NPT and 1ea stabilizer.
standard 4” Dia. round outdoor j-box. M)
Materials Aluminum body and joints for maximum heat dissipation. Ambient Temp.  -25°C / +35°C (95°F) Finish Deep Black
Part No. 1BLTSMCVR ()
Finish Textured finish. PartNo.  PRMP24BK
@ Ferrite Dark Grey . Heritage Brown . Bronze &} SOURCE
@ Black White Sandstone Grey High efficiency LED Emitter
Power Pre-cabled with 10’ Belden direct burial 18ga 3 conductor cable for T™M30 CCT (Nominal) CRI Rf Rg sbcm
Connection  connection to remote power supply. 500 5 = = 5 @ Ferrite Dark Grey (Defaul) @ Heritage Brown (HB) @) Bronze (B2)* White (WT)* @ Biack BT Sandstone Grey (SG)*
Functionality =~ Modular body for toolless maintenance. IP66 protection rated 3000K 90 91 o8 2 5 s
optical chamber with removable front cap for simple toolless field “Add suffix to end of number to identify finish (EX. 1E3786HB)
A e " 3500K 90 89 96 2
interchangeability of optics and accessories.
Mounting Adjustable up to 180° on the vertical surface with aim lock set screw, EO00K 20 e £ 2
360° rotatable on the horizontal axis. Brass counter nut with 12" NPS _
mounting stem suitable for direct j-box mount. Optional installation OPTIC OPTIC DETAI LS
accessories for additional mountings.
- Optical system is dependent on beam angle. NSP version PMMA lens and fixed
Weight 14lbs holographic filter. SP/FL/ MWFL / WFL versions equipped with PMMA lens and . . . .
Protection P66 interchangeable optical holographic lens, factory preset per specified optic with Fixed Optic (NSP) Interchangeable Multi 9""‘ (sf/ F L/ MWFL / WFL)
other beams included in packaging. Factory preset per specified optic with other beams
Impact KO8 l: S l: l: I: included in packaging.
S | A |
(3 ceRmiFiCcATIONS Beam NsP sP FL MWFL  WFL44°
cULus Class 2 Wet Location Listed E479873. & 15° 24° 3r
e O s Delivered 2700K  362Lm  679Lm  642Lm  648Lm  634Lm
Compliant for California installations. Lumens
[EC 62471 3000K 3%Llm  738Lm  698Lm  704Lm  689Lm
RoHS3 EU 215/863 3500K  42Lm  790Lm  747Lm  753Lm  737Lm
4000K 421Lm 790Lm 747Lm 753Lm 737Lm SHEET TlTLE
@7 WARRANTY Efficacy 66Lm/W max. Refer to photometric graphs for specific values.
5 year imited warranty Lifetime L96/B10 30,000hrs at max TA+25°C
N Y . ; = L95/B10 50,000hrs at max TA+25°C
Fixture suitable for use in marine grade environments. Not to be in direct contact N
with salt or corrosive agents for extended periods of time. LSABI0 800000 & maxlA 251
. e . L93/BI10 100,000hrs at max TA +25°C
&) SUSTAINABILITY Photobiological Low risk safety RG1
Luminaire designed for disposal/recycling at end-of-life. Replaceable LED light source Classification DA I A S H E E | S
and control gear by a Targetti technician.
Targetti USA 3F Filippi | Targetti Group Company 750-A W. 17th St. Costa Mesa, CA 92627 (714) 513-1991 targettiusa.com rev.10.09.24 pg.10f8 Targetti USA 3F Filippi | Targetti Group Company 750-A W. 17th St. Costa Mesa, CA 92627 (714) 513-1991 targettiusa.com rev.10.09.24 pg.20f8 Targetti USA 3F Filippi | Targetti Group Company 750-A W. 17th St. Costa Mesa, CA 92627 (714) 513-1991 targettiusa.com rev.10.09.24 pg.30f8 Targetti USA 3F Filippi | Targetti Group Company 750-A W. 17th St. Costa Mesa, CA 92627 (714) 513-1991 targettiusa.com rev.10.09.24 pg.50f8
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el AURORA UNIVERSITY LEARNING CENTER

AURORA, IL

TYPE XG9

AURORA UNIVERSITY LEARNING CENTER
AURORA, IL

TYPE XG9

™ Q ™ Q ™ Q ™
Q-CAP BOXA™ STATIC WHITE syean 4=  — -CAP BOXA™ STATIC WHITE -CAP BOXA™ STATIC WHITE -CAP BOXA™ STATIC WHITE
== BUY AMERICAN ACT = BUY AMERICAN AC
24VDC Flexible Fixtures — e 24VDC Flexible Fixtures 24VDC Flexible Fixtures 24VDC Flexible Fixtures
Red List.
Declare. &
+ Flexible encapsulated fixture
« Up/down bend =
V| T, : Updounbens B. FIELD CUTTABLE Q-CAP © PRODUCT - DIMENSIONS COMPATIBLE POWER SUPPLIES
— J_ « Interior and exterior rated (not including FC) See power supplies cut sheets for more information. Data subject to change, all data has +/- 5% tolerance.
P 7 — « Seven different mounting options = -
« Available in a seamless configuration for a continuous line of light 72 — 72" —
« Utilize clear endcaps for continuous runs INDOOR OUTDOOR
« Pair with ZALA's side bend to achieve compound curves T DIM TO LEVEL _—
i il PRODUCT MOUNTING RATED cer WATTAGE LENS OUTPUT 'WIRE IN END CAPS LENGTH (IN) EXACT/ OPTIMAL
+ Do not cut Non-Field Cuttable Q-CAP flexible fixtures N 53 SW24/15-4.0 SW24/5.0, SW-HE, SW-HE+ SW24/15-4.0 SW24/5.0, SW-HE, SW-HE+ - -
S S =] urora University
: " = QBM-DCH+CAP Q6M-DC+CAP
ORDERING PROCESS Sample Part Number: BOXA-FC-SW-PPS-2-DRY-30-3.0-ENC/TL-51-BW-N/A-CL-48"-N/A — 720 — 89" N S TMiDe CAE TMiDecAr T T
1 iQ-PH iQ-PH QOM-PH QOM-PH n
@ Specify Non-Field Cuttable Q-CAP (Optional) Specify field cuttable 4’ piece - used to adjust total run length in the field (dry applications only) @ @ @ iQ-PH+QD1 iQ-PH+QD1
ERODUCT MOURTING RATEY) col WATITAGE (sprog led) (se: |Fm§e ) (Se: lemf) ) i e a rn I n o m m o n S
A.NON-FIELD CUTTABLE Q-CAP - P i X el ] QT-CAB-QZ-PH/0-10V QT-CAB-QZ-PH/0-10V
BOXA-FC-SW RLC Rigid Lock Channel DRY IP20 24 2400K 15 15W-SO QT-CAB-eLED+0-10V QT-CAB-6LED+0-10V
See last page for Mc Magnetic Clip 27 2700K 3.0 3.0W-HO QT-CAB-eLED+0-10V-AWN QT-CAB-eLED+0-10V-AWN Q-SET-QZ-DMX Q-SET-QZ-DMX .o
compatible power SGC Side Graze Channel 30 3000K 50 5.0W-VHO QTM-eLED+0-10V QTM-eLED+0-10V Q-SET-QZ-PH/0-10V Q-SET-QZ-PH/0-10V 1 4 1 9 P ra | rl e Street
supplies PPS-2 PVC Clip 35 3500K 15HE 1.5WHE-SO R A TY QTM-eLED+0-10V-AWN QTM-eLED+0-10V-AWN Q-SET-eLED+0-10V Q-SET-eLED+0-10V
PPS-96 PVC Channel 40 4000K 3.0HE 30WHE-HO BEND DIUS FLEXIBILI ok QZ-BOWTIE+DIMMER QZ-BOWTIE+DIMMER QOM-6LED+0-10V QOM-6LED+0-10V
PRODUCT MOUNTING RATED cet WATTAGE LENS OUTPUT WIRE IN WIRE OUT END CAPS LENGTH(IN) | EXACT/ OPTIMAL PPS-FT PVG Ghannel Custom Length GOHE 6.0WHE-VHO QZ-DMX QZ-DMX QZ-DMX QZ-DMX A I L 6 O 5 0 6
oxAsw PPS-LP-2 PVC Low Profile Clip ’ ) QZ-PH/0-10V QZ-PH/0-10V QZ-PH/0-10V QZ-PH/0-10V urora y y
PPS-LP-FT PVC Low Profile Channel Custom Length o i‘gldg:ﬂ ﬁ"’“‘ Up/Down Bend OZVSTItigLP:/orwov QZ'STICQKZ' oy
Sample Part Number: BOXA-SW-PPS-2-WET-30-3.0-ENC/TL-P1-BW-BW-N/A-4! PPS-LP-96 PVC Low Profile Channel VHO: Very High Output
wsc White Snug Clip 'SBM available only in 15, 3.0,
@ @ @ BN-UD-SST-16' 16’ BENDIT Up/Down Stainless Steel Channel &50(noHE) QT-CAB-6LED+DALI-DT6 QT-CAB-6LED+DALI-DT6
BN-UD-SST-32' 32' BENDIT Up/Down Stainless Steel Channel QT-CAB-eLED+DALI-DT6-AWN QT-CAB-eLED+DALI-DT6-AWN
Q-SET+QZ-DALI-DT6 Q-SET+QZ-DALI-DT6
PRODUCT MOUNTING RATED ccT WATTAGE BN-UD-WH-16' 16’ BENDIT Up/Down Wiite Stainless Channel "% QTM-oLED(E) QTM-oLED(E) QOM-€LED+DALI-DTE QOM-eLED+DALI-DT6
BN-UD-WH-32' 32’ BENDIT Up/Down White Stainless Channel QTM-eLED+DALI-DT6 QTM-eLED+DALI-DT6 \OM-eLED+PS-DALI-DT6 JOM-eLED+PS-DALI-DT6
BOXA-SW RLC Rigid Lock Channel DRY P20 24 2400K 15 15W-SO QTM-eLED+DALI-DT6-AWN QTM-eLED+DALI-DT6-AWN o St
MC Magnetic Clip WET IP67 27 2700k 30  30W-HO White snug clip only for indirect cove use, not intended for hanging fixtures upside QZ-DALI-DT6 QZ-DALI-DT6
i P SGC Side Graze Channel SBM IP68 30 3000K 50  50W-VHO Ll
supplies. PPS-2 PVC Clip 35 3500K 15HE  15WHE-SO for lcat o - i
PPS-96 PVC Channel ol 40 000K 30HE 3.0WHE-HO 6" bending radius Screw 10% Non-Dim Power Supply with SW App Dongle Non-Dim Power Supply with SW App Dongle QQ?SE:TT';‘TE[[’YC
PPS-FT PVC Channel Custom Length ed to be used 6.0HE 6.0WHE-VHO (included)
PPS-LP-2 PVC Low Profile Clip in chlorinated 0 St B6 @ @
PPS-LP-FT PVC Low Profile Channel Custom Length Available only o H‘fg"h g:‘muj"’“‘ LENS WIRE INPUT/OUTPUT CONNECTOR/WIRE IN CONNECTOR/WIRE OUT
PPS-LP-96 PVC Low Profile Channel e VHO: Very High Output INDOOR OUTDOOR
wsc White Snug Clip SBM available only in15, 3.0, ENC/CL Encapsulated in Clear $1  Single1(Input only) - End Feed BW  Bare Wire (Standard 24") N/A  Closed End (No feed) J—
BN-UD-SST-16' 16’ BENDIT Up/Down Stainless Steel Channel &50 (no HE) ENC/TL Encapsulated in Translucent $2  Single 2 (Input only) - Bottom Feed BRL  Barrel a
BN-UD-SST-32° 32’ BENDIT Up/Down Stainless Steel Channel e mm— $3  Single 3 (Input only) - Left Side Feed CON6  Connector 6" SW24/15-4.0 SW24/5.0, SW-HE, SW-HE+ SW24/15-4.0 SW24/5.0, SW-HE, SW-HE+
BN-UD-WH-16' 16’ BENDIT Up/Down White Stainless Channel Viibilty section on folowing pages $4  Single 4 (Input only) - Right Side Feed CON24 Connector 24"
BN-UD-WH-32' 32’ BENDIT Up/Down White Stainless Channel §5  Single 5 (Input only) - Seamless Feed > | Connector/Wire Innotneededtospecty | » Q-SET-QZ-ND Q-SET-QZ-ND 3 5 EAST WAC K E R
White snug clip only for indirect cove use, not intended for hanging fixtures upside product Typical selection is BW. QT-CAB-eLED-ND QT-CAB-6LED-ND Q-SET-eLED-ND Q-SET-eLED-ND
down BW: Standard length is 24" Max length is MOUNTING Non-Dim QTM-eLED-ND QTM-eLED-ND QOM-eLED-ND QOM-eLED-ND
120", Request custom length by writing in Qz-ND Qz-ND Qz-ND Qz-ND
for lcai part number next to BW (example: BW48) iQ-ND-50-65 iQ-ND-50-65
@ @ @ @ wsc RLC Mc sac PPS-2 QOM-DOHCAP GOM-DOICAD C H | CAG O y I L 6 0 6 O 1
B10
T-CAB-QZ-PH/0-10V T-CAB-QZ-PH/0-10V
LENS WIRE INPUT/OUTPUT CONNECTOR/WIRE IN CONNECTOR/WIRE OUT END CAPS LENGTH(N) EXACT/OPTIMAL T QT-GAB-QZ-PHO: OT-GAB-QZ-PHO- 00 312.641.0770
ENC/CL Encapsulated in Clear $1  Single 1(nput only) - End Feed BW  Bare Wire (Standard 24") N/A  Closed End (No feed) o o 5 " QTM-eLED(E) QTM-eLED(E) Q-SET-QZ-PH/0-10V Q-SET-QZ-PH/0-10V . .
lear 4’ Nominal N/A ; y g : -SET- i
ENC/TL Encapsulated in Translucent $2  Single 2 (Input only) - Bottom Feed BRL  Barrel aa Ll Phase e D s o .
§3  Single 3 (Input only) - Left Side Feed CON6  Connector 6" Single »| Duetocutting white endcaps are not available. Starting Run length is 48.475" for S, S5 and 48725" for 52,53, 54 5
For representation of LED visbilty, see Diode ’ b . ingle Both oot Dol Suracts rom the Siaring Run Langth QZ-STICK-PH/0-10V QZ-STICK-PH/0-10V QOM-PH QZ-PH/0-10V m
Visibility section on following pages $4  Single 4 (Input only) - Right Side Feed CON24 Connector 24 T8 86880 havea T cutpont - g RunLendt QzLp QzLp QZ-PH/OOV S | ro u . CO m
$5  Single 5 (Input only) - Seamless Feed N ke ot nesdad iy > 15HE, 3.0HE, & 6.0HE have a 2" cut point }0@ s iQ-PH iQ-PH
onnector/Wire In not needed to speci $2.53 & S4 can be cut down to s ltte as 1.725" for SW & 2725"for " - -
product Typical selection is B s . 475 o SV 8 2475 or SWHE N 1Q-PH+QDI 1Q-PH+QD1
" can be cut down to as little as 1. " for " for -} . - = . " .
o s e 35 can be out down 1o as it s 6.475" White Snug Clip Rigid Lock Channel Magnetic Clip Side Graze Clip PVC Mounting Clip
part number next to BW (example: BW48) Indirect uplight Cove use only %{ifs’iﬁ;’iggl %r%%/:aézﬁm/ooigo\)/ R —
To order separately use WSC To order separately use RLC To order separately use MC To order separately use SGC To order separately use BOXA- QT-CAB-eLED+0-10V-AWN QT-CAB-eLED+0-10V-AWN Q-SET-QZ-PH/0-10V Q-SET-QZ-PH/0-10V
Pl Pass Through 1 (Input/Output) - End Feed BW  Bare Wire (Standard 24") BW  Bare Wire (Standard 24') o-10v Pl P ey e
-eLED+0-10V- -eLED+0-10V-~ . - -oLED+0-
P2 Pass Through 2 (Input/Output) - Bottom Feed BRL  Barrel BRL  Barrel Each clip comes with a #6x5/8" flat | Each clip comes with a #6x5/8" flat | Each clip comes with a #6x5/8"flat | Each clip comes with a #6x5/8" flat T R A R Ry
P3  Pass Through 3 (Input/Output) - Left Side Feed CON6  Connector 6" CON6  Connector 6" screw screw screw screw Qz ooy Qz a0y
P4 Pass Through 4 (Input/Output) - Right Side Feed CON24 Connector 24" CON24 Connector 24" i g
P5  Pass Through 5 (Input/Output) - Seamless Feed > >
Connector/Wire In not needed to specify Connector/Wire Out not needed to specify
product. Typical selection is BW. product. Typical selection is N/A or BW.
BW: Standard length is 24", Max length is BW: Standard length is 24", Max length is PPS-96 PPS-FT PPS-LP-FT PPS-LP-96 QT-CAB-eLED+0-10V-AWN QT-CAB-eLED+0-10V-AWN
120", Request custom length by writing in 120", Request custom length by writing in Lutron Athena QT-CAB-eLED+DALI-DTE-AWN QT-CAB-eLED+DALI-DTE-AWN
part number next to BW (example: BW48) part number next to BW (example: BWA48) T 1 Th-eLEDADALHDTo-AWN Th-eLEDSDALIDTOAWN
-eLED+DALI-DT6- -eLED+DALI-DT6-
09" 09" T a1 QTM-el QTM-el
P J .
0 @ @ 48] Ay 2 21y o / ECO System QTM-eLED(E) QTM-eLED(E)
END CAPS LENGTH (IN) EXACT/OPTIMAL ol N % N
>
cL Clear Fixture length min 12", max 191". Consult factory for lengths o Optimal lllumination & ‘A 655 6oL~ K Q2-DMX Qz-oMX Q-SET-QZ-DMX Q-SET-QZ-DMX
single »| WH White under 12", E Exact Specified Length QZ-DMX QZ-DMX
SW: Available in 1" increments. Eractfiturosavethe exactlngih specifed <0 5 96" straight linear run PVC channel Low profile PVC Low profile PVC channel Low profile PVC channel
A Not Applicab SW-HE: Available in 2" increments. Oima) xtares o s rocciee Rown it liummination end to end. Custom length Mounting Clip Custom length 96" straight linear run T CAB BLED DAL DTE T B SLED DAL DTS
Eaes otApplicasie e T A QT-CAB-6LED+DALI-DTE-AWN QT-CAB-eLED+DALI-DT6-AWN
Through To order separately use BOXA- To order separately use BOXA- To order separately use BOXA- To order separately use BOXA- To order separately use BOXA- SALTZ DTS S TMESLEDSDALTDTS S TMCeLEDADALTDTS Q-SET+QZ-DALI-DT6 Q-SET+QZ-DALI-DT6
PPS-91 PPS-FT PPS-| P -LP-96 QTM-eLED+DALI-DT6-AWN QTM-eLED+DALI-DTE-AWN o QOM-eLED+DALI-DT6
QZ-DALI-DT6 QZ-DALI-DT6
Each clip comes with a #8" flat Each clip comes with a #8" flat Each clip comes with a #8" flat Each clip comes with a #8" flat
5 year warranty | Up/Down Bend | Data subject to change, all data has +/- 5% tolerance | PPS-FT is to be cut at QTL to requested length | Ambient or mounting surface must not be screw screw screw screw SCENE AbD Dintnsd) e Supply with SW App Dong! e Supply with SW App Dongh
) - ) } n-Dim Poy ngle n-Dim Poy ngle
lower than -4°F or higher than: 1.5 - 125°F; 3.0 - 116°F; 5.0 - 108°F | Patent # D872,931S, D847,395 S, 10,619,828 B2 | Only FC fixtures are Field-Cuttable per installation instructions | App Dimme lon-Di wer Supply wi pp Dongl lon-Di wer Supply wi \pp Dongl
Field Cuttable is not returnable or refundable after it has been cut

© 2024 QTL. All rights reserved | 155 Hill St. Milford, CT 06460 | 203-367-8777 | sales@QTLlighting | www.QTL lighting Specification subject to change. Rev-12-19-24 © 2024 QTL. All rights reserved | 155 Hill St. Milford, CT 06460 | 203-367-8777 | sales@QTLlighting | www.QTL lighting Specification subject to change. Rev-12-19-24 © 2024 QTL. All rights reserved | 155 Hill St. Milford, CT 06460 | 203-367-8777 | sales@QTLlighting | www.QTL lighting Specification subject to change. Rev-12-19-24 © 2024 QTL. All rights reserved | 155 Hill St. Milford, CT 06460 | 203-367-8777 | sales@QTL lighting | www.QTL lighting Specification subject to change. Rev-12-19-24

ISSUED FOR DATE
Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories. Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories. Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories. Refer to Luminaire Schedule for manufacturer's catalog ordering code, required lamping, finishes, modifications, and/or required accessories.
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